ral Blade Plug Baff BMS
Spiral Blade Plug Baffles
Company | “BURNS |
Plug ©) S) (W)
e Enhance C00|ing NPart Size | Overall | Straight [ Drill Blade | pice
umber . Thick
balance. NPT Length | Length |Diameter
* Improve maximum i Wi BTBO62X4 | 1/16 4 2 14 | 050 | 385
coolant action.
e Turbulent. effective 5 BTB062X8 1/16 8 4 1/4 .050 4.35
! CLEARAMCE
movement of coolant REQIARED BTBO62X12 | 1/16 12 6 14 | 050 | 480
reduces straight X .y
layered flow patterns. _ BTB125X4 | 18 4 2 516 | 050 | 450
* Maximum flow rates. '
« Blade stays centered BTB125X8 | 1/8 8 4 516 | .050 | 4.80
in cooling channel. { | BTB125X12 | 1/8 12 6 516 | 050 | 5.25
* Manufactured from ;
high quality brass. BTB250X5 1/4 5 2 7116 .080 5.50
! BTB250X10 | 1/ 10 4 716 | .080 | 6.00
; BTB250X15 | 1/4 15 6 716 | 080 | 7.10
o BTB375X6 | 3/8 6 2 916 | 090 | 635
BTB375X12 [ 3/8 12 4 916 | 090 | 720
' BTB375X18 | 3/8 18 6 916 | 090 | 895
1 | : BTB500X8 | 112 8 3 | 16 | o9 | 785
- BTB500X16 | 1/ 16 5 1116 | 090 | 890
y |_ 8 BTB750X12 | 3/4 12 4 1516 | 090 | 1250
BTB750X20 | 3/4 20 6 1516 | 090 | 15.10
: E 1] g ¢ BTB1000X16| 1 16 5 118 | 105 | 2375
BTB1000X24| 1 24 8 1-1/8 | 105 | 2950
BMS Brass Diverting Plugs and Rod Brass Diverting Plugs
are used to redirect waterflow through - _
Waterllnes d“”ed In a mold' Part Number Diameter +.002 Length Price
OP50 5/16 .62 .80
B OP70 7/16 62 80
¥ OP90 9/16 .75 .90
L OP110 11/16 87 1.05
OP150 15/16 1.25 1.30
Brass Rod
BR18 1/8" Dia. x 18" Long 1.24
- Lng B -
[ ] |oa

28 BURNS

E-mail: customerservice@bmsburns.com

1061 Industrial Parkway, Medina, Ohio 44256, U.S.A. ORDER TOLL FREE
Phone: 330-722-1182 « Toll Free: 800-345-7693
Fax: 330-725-2723 » Toll Free Fax: 800-581-9264

1-800-345-7693




